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(SPACED AS SHOWN)

WELDED ON STEEL
THRUST COLLAR,

TYPICAL TRENCH DETAIL

I8 (E}LQD

SEE DETAIL 1516403

PROJECT REFERENCE NO. SHEET NO.
lEJ;ll[?)IT?qTURBED CONCRETE THRUST BLOCK SCHEDULE* VALVE ASSEMBLY U-3308 UC-3D
PIPE BEND DESIGN SEE DETAIL 0264001R OR DESIGNED BY: KEC
-.7 SIZE 900 TEE 450 22 1/20 11 1/40 & 5 5/80 PRESSURE 0264006 PREPARED IN THE OFFICE OF: *
X J (N) | H L H L H L H L (PSI) - DRAWN BY: JGB
> ) ¢ 60 | 26 | 53|19 | 39| 1.4 | 2.8 1.0 2.0 350 STANDARD THRUST COLLAR Klmle ») Horn CHECKED BY: DGB
X WIDTH 74l % 80 | 351 70 | 251 51 |18 | 37] 1.3 2.6 350 / SEE DETAIL 0222119R :
2000 PSI 100 | 42 [ 85| 3.1 ] 6.3 | 22 | 45 1.6 32 350 » » N APPROVED BY: JJW
CONCRETE 120 | 50 | 10.1| 3.7 | 7.5 | 2.6 | 5.3 1.9 38 350 o SE o SO GOREE Camome 27es6-2052 |REVISEDS
14058 [11.7[43[86 [ 31]6.2 2.2 4.4 350 > s o> G ) S e N
dq. b -] <. HEE h | 4. . ORTH CARDL ]NA
16.0 | 6.6 |]13.3| 49198 | 35] 7.0 2.5 5.0 350 e += — 1= PE NO.F-0102 DEPARTMENT OF
z 18.0 | 7.4 | 149 55 [11.0| 3.9 | 7.9 2.8 5.6 350 i | 4| ol TRANSPORTAT I ON oo
- 200] 82 |16.5]| 6.1 |122]| 4.3 | 8.7 3.1 6.2 350 z; 'A'; ZIR UTILITIES ENGINEERING SEC. 10/12/2015
T 12401 99 [198] 7.2 |145] 5.2 [10.4 3.7 7.4 350 T PHONE:(919)707-6690|UTILITY CONSTRUCTION
i 30.0 1122 1245] 9.0 |18.0| 6.4 | 129 4.5 9.1 350 FAX2(919)250-4151 PLANS ONLY
= 36.0 | 14.6 [ 293|108 [21.6] 7.7 [154] 5.4 10.9 350 16" MAIN- ONE (1) THRUST COLLAR REQUIRED
b 4201170/ 34.0]125]250] 89 |17.9 6.3 12.7 350 GREATER THAN 16" MAIN - TWO (2) THRUST UTILITY CONSTRUCTION
48.0 | 19.4 [ 38.8 | 14.3 | 286102 [20.4| 7.2 145 350 - - . - COLLARS REQUIRED, SEE DETAIL 0222119R
54.0 |22.0]44.0]16.2 | 324|115 231 82 16.4 350 5-0 10-0 10-0 °-0
60.0 | 23.5| 47.1 | 17.3 | 34.7 | 12.4 | 24.8| _ 8.8 17.6 350 .
64.0 | 251|502 18.4 | 36.9]13.2 | 26.4] 9.3 18.7 350 {\ HOLE DIAMETER
TYPICAL SECTION * BASED ON AVERAGE SOIL PASSIVE BEARING THRUST COLLARS AT VALVES SEE THREADED
TEE OR BEND STRENGTH OF 2000 PSF USING SF OF 1,5 16" AND LARGER — / ROD SCHEDULE
0222114R 19991958 N / ——
> / SEE THREADED
- ROD SCHEDULE
120 121
/_3000 PSI 3000 PSI
2z CONCRETE CONCRETE SELECT
o < | . / REXNCH WIPTH ~
S % 2 A A~— UNDISTURBED e / BACKFILL
: (o] N\ EARTH {
. - N
N N
L PIPE OR FLANGE A3
Q0 ( Tl Pe PIPE SHROUD OD
- - ) 0 — e BEDDING
| S8BT W ey FOUNDATION STEEL TAB
| N ) $9232383229252 CONDITIONING
N FABRIC AS 1516401
/ /\\/\ QAN D) /\ % 0.D. 6" MI I\ B 2888502022 REQUIRED
L | , N | ", "~ UNDISTURBED ° z\,} O e T I e T e T e FOUNDATION
9 X / /. EARTH S NSNS SN o CONDITIONING
/| 2 sl el oT0 To g 70 o0 AS REQUIRED
i N BACKING BOLTS, TYP
A / FLANGED ADAPTER
= 0.D. + 3 / FLG x PE PIECE,
A e ; . — LENGTH AS REQD
PLACE FOUNDATION CONDITIONING MATERIAL BELOW Iy (:;Fa: s
PLAN - TEE THRUST BLOCKS PLAN - BEND BEDDING IF REQUIRED, AS DIRECTED BY ENGINEER. 1T ]
PIPE BEDDING IS SELECT MATERIAL, CLASS II (TYPE 1)
OR CLASS III. TRENCH BACKFILLED IN LOOSE 6"
DETALL NOTES: LAYERS COMPACTED TO TOP OF TRENCH USING LOCAL ggEELDETTABS' ;Yg'o
: AL 1516401
0222108 1. CONCRETE THRUST BLOCKS, ARCH/ENCASEMENTS, ETC., SHALL BE gécé\éﬂg-? MﬂEE%ﬁt IFA‘L\EPGR‘T’EBIE\[ EEELENSENEEEQ ] ]
FORMED USING PLYWOOD OR SAND BAGS TO PROVIDE REQU|RED SHAPE. OF ROCKS FORE IGN MATERIAL WATER AND FROZEN EARTH T g E d
. 3 CONCRETE THRUST BLOGKING SHALL BE USED ONLY AS APPROVED BY PROCTOR DENSITY IN AREAS NOT UNDER PAVEWENT AND \
THE ENGINEER, o THREADED RODS, TYP
e £ ENGINEE T-99 AS MODIFIED BY THE NC DEPARTMENT 4 ] e s
12-Y BARS OF TRANSPORTATION. /

TYPICAL CONCRETE THRUST
COLLAR. MIN OF (A™) INTO

SEE SPECIAL PROVISIONS

UNDISTURBED MATERIAL
ALL AROUND

TRENCH BOTTOM /

3" CLR (TYP)

/—4000 PSI CONCRETE

/—GRADE 60 REBAR

ELEVATION
NOAR) CONIN
\~Y TRENCH WIDTH + 2’ A g
MIN <
TYPICAL CONCRETE THRUST
COLLAR. MIN OF (A") INTO _ =
UNDISTURBED SOIL (s Y
x I o 2 <t E
— T ]
6-X BARS //E <
EACH WAY, EACH FACE
12-Y BARS .
R (TYP
(SPACED AS SHOWN) 3" CIR (TYP)

THRUST COLLAR

PIPE SIZE | X BARS | Y BARS A B

4"-36" #5 #5 1'-4" "-7"

42"& > 46 46 1'-8" 1"-9"
0222119R

12"

18"

N\

CITY OF DURHAM
101 CITY HALL PLAZA

DURHAM, NC 27704
A" WATERLINE (200 PSI)
4'-0" BELOW GRADE

FOR INFORMATION ORIN
CASE OF RUPTURE CALL:

WEEKDAY: (919) 560-4344

EVENING: (919) 560-4344

WEEKEND: (919) 560-4344
Q

RAILROAD RIGHT OF WAY MARKER SIGN

7

0281000

0222132

SIGN DATA:
e 4" ALUMINUM PANEL

e 3M SCOTCH LITE "ENGINEER GRADE"
SHEETING OR EQUAL

RED COPY ON WHITE BACKGROUND

MOUNT SIGN PANEL 5 ABOVE GRADE (MIN.)
USE 2 LB/FT U-CHANNEL POST (MIN.)
MOUNT SIGNS BACK-TO-BACK ON POST
"A" = WATERLINE SIZE

\GALVANIZED BOLT OR
'/ SCREW FASTENERS (TYP)

cﬁ

NOTE;

ALL FLANGED ADAPTERS SHALL BE HARNESSED AND BACK BOLTED

TO PREVENT MOVEMENT IN EITHER DIRECTION. SEE THREADED ROD
SCHEDULE FOR ROD DIAMETER, MATERIAL AND STEEL TAB THICKNESS.

HARNESSED FLANGED ADAPTER

1516402

THREADED ROD SCHEDULE
DESIGN PRESSURE (DIMENSIONS IN INCHES)
PIPE 50 PSI 100 PSI 150 PSI 200 PSI 250 PSI 300 PSI 350 PSI
gize| BOLTS | TAB | BOLTS | TAB | BOLTS | TAB | BOLTS TAB | BOLTS TAB | BOLTS TAB | BOLTS TAB
NO-DIA | THK |NO-DIA [ THK | NO-DIA [ THK | NO-DIA | THK | NO-DIA | THK | NO-DIA | THK | NO-DIA [ THK
46 |2-3/4 1 | 2-3/4 1 2-3/4 1 2-3/4 1 2-3/4 1 2-3/4 1 2-3/4 1
8 |2-3/4 |11/4|2-3/4 (11/4| 2-3/4 [11/4| 2-3/4 |11/4| 2-3/4 |11/4| 4-3/4 [11/4] 4-3/4 [11/4
10 [2-3/4 [11/4 | 2-3/4 |1 1/4| 2-3/4 |1 1/4| 4-3/4 [11/4)| 4-3/4 |11/4| 4-3/4 |11/4| 4-3/4 |1 1/4
12 |2-3/4 [11/4 | 2-3/4 |11/4| 4-3/4 |1 1/4| 4-3/4 [11/4]| 6-3/4 |11/4]| 6-3/4 |11/4| 6-3/4 |1 1/4
14 |2-3/4 [11/2|4-3/4 |11/2| 4-3/4 [11/2 2
16 [2-3/4 [11/2|4-3/4 |11/2| 6-3/4 |11/2
18 [2-3/4 |1 3/4]4-3/4 |1 3/4
20 [4-3/4 |1 3/4 [
24 | 4-3/4 2
30 4-1 [21/4
B 4-1 |212F
42 W-11/4 |2 3/4 |4
48 |6-11/4 |2 3/4 4
54 6-11/4 | 3 [ |4 R T o e e
1. THREADED RODS FOR ALL PIPE DIAMETERS IN THE SHADED AREA SHALL BE ASTM A193 (GRADE B7).
2. ALL OTHER THREADED RODS SHALL BE ASTM A36. ALL TABS SHALL BE ASTM A572 GR50.
3. ASTM A193 (GRADE B7) RODS SHALL BE LABELED AND BUNDLED SEPARATELY.
4, THIS SCHEDULE SHALL APPLY FOR HARNESSED FLANGED ADAPTERS, HARNESSED FLEXIBLE COUPLINGS
AND ALL MECHANICAL JOINT COUPLINGS, SLEEVES ETC. THAT ARE REQUIRED TO BE HARNESSED,
5. RODS THREADED AT ENDS (INCLUDING NUTS) SHALL BE EQUALLY SPACED AROUND PIPE BETWEEN
ALL MECHANICAL JOINT FITTINGS (TEE, VALVES, BEND, PLUG, ETC,) OR AS OTHERWISE SHOWN ON
THE CONTRACT DRAWINGS. THREADED RODS SHALL BE AS SHOWN IN THE THREADED ROD
SCHEDULE. SEE NOTE 6.
6. RODS, NUTS, ETC,, IN CONTACT WITH SOIL SHALL BE PAINTED WITH TWO COATS COAL TAR
(MIN 26 DRY MIL THICKNESS) TNEMEC 46-465 HI-BUILD OR EQUAL.

1510403
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